
 Power Dividers & Combiners 

 

Fasnwave Inc. www.fasnwave.com · sales@fasnwave.com Rev. 1.1 · Page 1 of 1 
 

FS2PC1K-20-500-N 

2-Way Power Combiner, 1000W, 0.02-0.5 GHz, N(f) 

 

Electrical Specifications 

1 Frequency Range 0.02-0.5 GHz 

2 Impedance 50 Ω 

3 Insertion Loss 0.6 dB Max. (Above 3.01 dB Theoretical Loss) 

4 Isolation 18 dB Min.  

5 Input VSWR 1.50:1 Max. 

6 Output VSWR 1.50:1 Max. 

7 Phase Balance ±4° Max. 

8 Amplitude Balance ±0.1 dB Max. 

9 Power Handling @ Common Port 1000 W CW (Combiner Mode) 

Environmental Specifications 

1 Operating Temperature -25°C ~ +85°C 

Mechanical Specifications 

1 Connectors N-Female 

2 Surface Finish Natural Color Conductive Oxide 

3 Dimensions1 130x130x55 mm [5.12x5.12x2.17 in] 

 

Outline Drawing (Dimension in mm [in], Tolerance: ±0.3mm [±0.01 in]) 

 

 

Ordering Information: 

Model: FS2PC1K-20-500-N 

 

 

Note 1: The fan measures 40 mm × 40 mm × 20 mm, operates at a rated voltage of 24 V, and delivers an airflow 

of ≥ 0.2 m³/min. The red wire is positive, the black wire is negative, the airflow is directed into the product, and 

the connector is a 2.52 mm pitch 2-pin type. 


