(F5, FASNWAVE

Terminations

FSCT50-26.5-S

Coaxial Terminations, DC-26.5 GHz, 50 W, SMA

Electrical Specifications

1 Frequency Range DC-26.5 GHz
2 Nominal Impedance 50 Q
3 | Average Power’ 50 W at 25 °C

4 Peak Power

200 W (5 us pulse width, 10% duty cycle)

5 | VSWR

1.30:1 Max.

Environmental Specifications

1 Operating Temperature

-55°Cto +125 °C

Mechanical Specifications

1 Connector Type

SMA Female or SMA Male

Inner Conductor

2 Outer Conductor Passivated Stainless Steel
3 Heat Sink Black Anodized Aluminum
4 | Cooling Method Natural Convection

5 Insulator PEI

6

Gold-plated Brass; Gold-plated Beryllium Brass

7 Dimensions

Outline A

@54 x 99.1 mm [@2.13 x 3.90 in]

Outline B

@54 x 99.4 mm [@2.13 x 3.91 in]

Note 1: Power derated linearly to 5 W at 125°C

Outline Drawing (Dimensions in mm [in], Tolerance: + 2%)
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Outline A: SMA Female

Ordering Information:

Model: FSCT50-26.5-CC
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Outline B: SMA Male

CC = Connector Configuration ( S = SMA Female; SM = SMA Male )

Example: 26.5GHz,SMA Female—FSCT50-26.5-S
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