
 Terminations 

 

Fasnwave Inc. www.fasnwave.com · sales@fasnwave.com Rev. 1.1 · Page 1 of 1 
 

FSCT5K-1-7 

   Coaxial Terminations, DC-1 GHz, 5 kW 

 

Electrical Specifications 

1 Frequency Range DC-1 GHz 

2 Nominal Impedance 50 Ω 

3 Average Power 5 kW 

4 Peak Power 50 kW (1 ms pulse width, 0.1% duty cycle) 

 

VSWR 

Frequency Range DC-0.03 GHz DC-0.088 GHz DC-0.5 GHz DC-1 GHz 

VSWR (Max.) 1.10:1 1.15:1 1.25:1 1.45:1 

 

Environmental Specifications 

1 Operating Temperature -40 °C to +45 °C 

Mechanical Specifications 

1 Connector Type 7/16 Din Female 

2 Housing Material Aluminum 

3 Surface Finish Gray Paint 

4 Cooling Method Oil- and Air-Cooled 

5 Weight Approx. 110 kg 

6 Dimensions 905 x 340 x 930 mm [35.63 x 36.61 x 13.39 in] 

  

Outline Drawing (Dimensions in mm [in], Tolerance: ± 2%) 

 

 

 

Ordering Information: 

Model: FSCT5K-FF-CC 

FF = Frequency in GHz 

CC = Connector Configuration ( 7 = 7/16 Din Female; 7M = 7/16 Din Male ) 

Example: 1GHz,7/16 Din Female→FSCT5K-1-7 


